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Calpeda Wates Pressure Vessels

Built-in pressure gauge

(Models 100-10,000)

Interchangeable membrane with unique tiered design
8 to 10,000 liters (10, 16, 25 bar)

1SO:9001, Gost, CE approved

Calpeda Series of interchangeable diaphragm and high pressure vessels are available
in 10, 16 and 25 bar pressure ratings and in sizes up to 10,000 liters.

Models 100 liters and above are designed with a built-in pressure gauge

Maximum working temperature 8V - 1,500V -20°C/-5°F - 100°C/210°F

2,000V - 10,000V -10°C/15°F - 70°C/160°F

. Pressure Gauge
Additional Access

oo (Awailable on all
pening [ 00V-1 0,000V
models)
Brass AirValve
Butyl/EPDM Tiered
Membrane
Long-Lasting
Polyurethane Paint
Reinforced Tripod
Heavy-Duty Legs

Corrosion-Resistant
Flange Connection
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CAPACITY  PRECHARGED CONNECTION DIAMETER HEIGHT
(LITRES) (BAR) SIZE (MM) (MM)
BOLT 4 I 380 750
60LT 4 I 380 810
80LT £ 1" 430 960
100LT 4 1 460 990
150 LT 4 I 500 1100
200LT 4 1-1/4" 590 1120
300LT 4 1-1/4" 640 1230
500 LT 4 1-1/4" 750 1550
750 LT 4 2 750 1950
750 LT 4 2 800 1850
900 LT = 2 800 1950
1000 LT A 2 800 2180
1500 LT 4 2" 960 2380
2000 LT 4 2" 1100 2520
3000 LT £ 2-1/2" 1200 2800
4000 LT 4 3 1450 3100
5000 LT 4 3 1450 3720
10000 LT 4 DN 100 1600 5750



